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The Gauge Carrier is a housing which has recording gauges in recesses in its 
outer surface.  The gauges are installed in pairs.  Each pair has one gauge 
exposed to annulus fluid and one gauge exposed to tubing fluid.  The gauges are 
securely mounted and protected by a ridged cover. 
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Product No. 11172800 11175000 
Outside Diameter 5.00 in 

(127.0 mm) 
3.875 in 

(98.4 mm) 
Inside Diameter* 2.25 in* 

(57.2 mm)* 
1.85 in* 

(47.0 mm)* 
Drift 2.25 in 

(57.2 mm) 
1.75 in 

(44.5 mm) 
Length ( shoulder 
to shoulder) 

32.0 in 
(812.8 mm) 

31.5 in 
(800.1 mm) 

Connections 3-7/8” (98.4 mm) MSA 
or 

3-1/2” (88.9 mm) IF 
Box Up x Pin Down 

2-7/8” (73.0 mm) MSA 
or 

2-7/8” (73.0 mm) IF 
Box Up x Pin Down 

Burst Pressure 15,000 psi 
(103 MPa) 

10,000 psi 
(68.9 MPa) 

Tensile Strength 350,000 lb 
(1557 kN) 

155,000 lb 
(689 kN) 

Body Material L-80 Steel L-80 Steel 
Seal Material Viton Viton 
Gauge Omega QM200S 0.75 

in O.D. 
Omega QM200S 0.75” 

O.D. 
Qty of Gauges 2 4 
 
*Note: The I.D through the body is offset from the centerline to 
allow the gauges to be installed on the outside, therefore the 
inner drift diameter is less than the flow diameter. 

 


